
Submittal and Speci�cation Sheet

Type RMB1
Metal Building Roof Curb
Specifications:
•  18 Gauge Aluminized Steel
•  6" Curb Height at Upslope
•  1-1/2" Wide Top Flanges
•  All Welded Construction
•  Upslope Flange with "Over" Contours and
   Water Diverter
•  Downslope Flange with "Over" Contours
•  1-1/2" Thick, 3 lb. Insulation

:TCEJORP
:NOITACOL

:YBDETTIMBUS
:ETAD

:ROTCARTNOC
:REENIGNE

:YBDEVORPPA
:ETAD

Options:
____16 Ga. Aluminized Steel
____14 Ga. Aluminized Steel
____.080 Aluminum

Air Dry Enamel Finish
____White
____Custom Color

____Special Height
____Damper Shelf/Duct Supports
____Inside or Outside Insulation Liner
____Special Rib Placement

Wide Flanges
____Upslope
____Side
____Downslope

____Top Cover
____Top Flange Broken Out
____Cricket in Lieu of Diverter
____Spliced Curb (2 Pieces)
____Sub Framing

____2-1/2" Wide Mastic

Roof Panel Mfg:
_________________________

Panel Model:
________________________

S

A

B
C

 ROMLA VENTILATOR COMPANY, INC.
   9668-D Heinrich Hertz Drive, San Diego, California  92154   Ph (619) 946-1224 Fax (619) 946-1227

Form  1-03

MARK        QTY       MODEL          A              B             S        PITCH      GA



A

C

ROOF CURB WALL

TAPE MASTIC

SUPPORT FRAMING

COMPATIBLE FASTENER

SILICONE/URETHANE

SEALANT

ROOF PANEL

UPSLOPE, SIDE, & DOWNSLOPE SECTIONS

 Model RMB1 & RMB2
   Installation Details

 ROMLA VENTILATOR COMPANY, INC.
   9668-D Heinrich Hertz Drive, San Diego, California  92154   Ph (619) 946-1224 Fax (619) 946-1227

1.  Mark centerline of roof
opening on a fully sheeted roof.

2.  Lay out roof opening to match
the curb “A” & “C” dimensions using
centerline of major rib as a guide.

3.  Cut roof opening using normal
metal building procedures.

4.  Install structural support framing
to support curb and equipment
loads (keep inside dimension clear).
At least two parallel curb walls
should be supported.  Keep
cantilever sections under 12".

5.  Apply sealant tape or mastic
between curb and roof panel.  Apply
to roof panel at curb side, upslope
and downslope flange locations.
Use only building manufacturer
approved accessories.

6.  Position curb into place over
opening of roof panel.

7.  Using fasteners to suit roof
system, fasten curb to support
structure through curb flange and
roof panel. Fasteners to be located
approximately 4" on center with a
minimum of four fasteners per side.

8.  Check installation to verify
secure attachment and weather
sealing.  Caulk perimeter edge of
curb flanges at roof panel.



Submittal and Specification Sheet

Type RMB1-LO
Metal Building Roof Curb
Specifications:
•  18 Gauge Aluminized Steel
•  6" Curb Height at Upslope
•  1-1/2" Wide Top Flanges
•  All Welded Construction
•  Upslope Flange with "Over" Contours and
   Water Diverter
•  Downslope Flange with "Over" Contours
•  Side Flanges Lap Over One Rib Beyond
   Each Sidewall
•  1-1/2" Thick, 3 lb. Insulation

:TCEJORP
:NOITACOL

:YBDETTIMBUS
:ETAD

:ROTCARTNOC
:REENIGNE

:YBDEVORPPA
:ETAD

Options:
____16 Ga. Aluminized Steel
____14 Ga. Aluminized Steel
____.080 Aluminum

Air Dry Enamel Finish
____White
____Custom Color

____Special Height
____Damper Shelf/Duct Supports
____Insulation Liner
____Special Rib Placement

Wide Flanges
____Upslope
____Side
____Downslope

____Top Cover
____Top Flange Broken Out
____Cricket in Lieu of Diverter
____Spliced Curb (2 Pieces)
____Sub Framing

____2-1/2" Wide Mastic

Roof Panel Mfg:
_________________________
Panel Model:
________________________

KRAM YTQ LEDOM A B S HCTIP AG
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Curb Schedule

 ROMLA VENTILATOR COMPANY, INC.
   9668-D Heinrich Hertz Drive, San Diego, California  92154   Ph (619) 946-1224 Fax (619) 946-1227



A

C

ROOF CURB WALL

TAPE MASTIC

SUPPORT FRAMING

COMPATIBLE FASTENER

SILICONE/URETHANE

SEALANT

ROOF PANEL

UPSLOPE, SIDE, & DOWNSLOPE SECTIONS

 Model RMB1 & RMB2-LO
      Installation Details

 ROMLA VENTILATOR COMPANY, INC.
   9668-D Heinrich Hertz Drive, San Diego, California  92154   Ph (619) 946-1224 Fax (619) 946-1227



Submittal and Speci�cation Sheet

 ROMLA VENTILATOR COMPANY, INC.
   9668-D Heinrich Hertz Drive, San Diego, California  92154   Ph (619) 946-1224 Fax (619) 946-1227

Type RMB1-RM
Metal Building Roof Curb
Specifications:
•  18 Gauge Aluminized Steel
•  6" Minimum Curb Height at Ridge
•  1-1/2" Wide Top Flanges
•  All Welded Construction
•  "Over" Contours on Downslope Flanges
•  1-1/2" Thick, 3 lb. Insulation

:TCEJORP
:NOITACOL

:YBDETTIMBUS
:ETAD

:ROTCARTNOC
:REENIGNE

:YBDEVORPPA
:ETAD

Options:
____16 Ga. Aluminized Steel
____14 Ga. Aluminized Steel
____.080 Aluminum

Air Dry Enamel Finish
____White
____Custom Color

____Special Height
____Damper Shelf/Duct Supports
____Inside or Outside Insulation Liner
____Special Rib Placement

Wide Flanges
____Upslope
____Side
____Downslope

____Top Cover
____Top Flange Broken Out
____Cricket in Lieu of Diverter
____Spliced Curb (2 Pieces)
____Sub Framing

____2-1/2" Wide Mastic

Roof Panel Mfg:
_________________________

Panel Model:
________________________

Form 2-03

S

B

A

MARK        QTY       MODEL            A            B             S        PITCH      GA



Model RMB1-RM & RMB2-RM
        Installation Details

 ROMLA VENTILATOR COMPANY, INC.
   9668-D Heinrich Hertz Drive, San Diego, California  92154   Ph (619) 946-1224 Fax (619) 946-1227

B

A

ROOF CURB WALL

TAPE MASTIC

SUPPORT FRAMING

COMPATIBLE FASTENER

SILICONE/URETHANE

SEALANT

ROOF PANEL

UPSLOPE, SIDE, & DOWNSLOPE SECTIONS

1.  Mark centerline of roof
opening on a fully sheeted roof.

2.  Lay out roof opening to match
the curb “A” & “B” dimensions using
centerline of major rib as a guide.

3.  Cut roof opening using normal
metal building procedures.

4.  Install structural support framing
to support curb and equipment
loads (keep inside dimension clear).
At least two parallel curb walls
should be supported.  Keep
cantilever sections under 12".

5.  Apply sealant tape or mastic
between curb and roof panel.  Apply
to roof panel at curb side and
downslope flange locations.  Use
only building manufacturer approved
accessories.

6.  Position curb into place over
opening of roof panel.

7.  Using fasteners to suit roof
system, fasten curb to support
structure through curb flange and
roof panel. Fasteners to be located
approximately 4" on center with a
minimum of four fasteners per side.

8.  Check installation to verify
secure attachment and weather
sealing.  Caulk perimeter edge of
curb flanges at roof panel.



Submittal and Speci�cation Sheet

 ROMLA VENTILATOR COMPANY, INC.
   9668-D Heinrich Hertz Drive, San Diego, California  92154   Ph (619) 946-1224 Fax (619) 946-1227

Type RMB1-RM-C
Metal Building Roof Curb
Specifications:
•  18 Gauge Aluminized Steel
•  6" Minimum Curb Height at Ridge
•  1-1/2" Wide Top Flanges
•  All Welded Construction
•  "Over" Contours on Downslope Flanges
•  1-1/2" Thick, 3lb Insulation

:TCEJORP
:NOITACOL

:YBDETTIMBUS
:ETAD

:ROTCARTNOC
:REENIGNE

:YBDEVORPPA
:ETAD

Options:
____16 Ga. Aluminized Steel
____14 Ga. Aluminized Steel
____.080 Aluminum

Air Dry Enamel Finish
____White
____Custom Color

____Special Height
____Damper Shelf/Duct Supports
____Inside Insulation Liner
____Special Rib Placement

Wide Flanges
____Upslope
____Side
____Downslope

____Top Cover
____Top Flange Broken Out
____Cricket in Lieu of Diverter
____Spliced Curb (2 Pieces)
____Sub Framing

____2-1/2" Wide Mastic

Roof Panel Mfg:
_________________________

Panel Model:
________________________

S

B

A

DIA

Curb Schedule

MARK        QTY       MODEL             A           B             S        PITCH      GA



Model RMB1-RM-C & RMB2-RM-C
              Installation Details

 ROMLA VENTILATOR COMPANY, INC.
   9668-D Heinrich Hertz Drive, San Diego, California  92154   Ph (619) 946-1224 Fax (619) 946-1227

B

A

ROOF CURB WALL

TAPE MASTIC

SUPPORT FRAMING

COMPATIBLE FASTENER

SILICONE/URETHANE

SEALANT

ROOF PANEL

UPSLOPE, SIDE, & DOWNSLOPE SECTIONS



Submittal and Speci�cation Sheet

 ROMLA VENTILATOR COMPANY, INC.
   9668-D Heinrich Hertz Drive, San Diego, California  92154   Ph (619) 946-1224 Fax (619) 946-1227

Type RMB1-RM
Metal Building Roof Curb
Specifications:
•  18 Gauge Aluminized Steel
•  6" Minimum Curb Height at Ridge
•  1-1/2" Wide Top Flanges
•  All Welded Construction
•  "Over" Contours on Downslope Flanges
•  1-1/2" Thick, 3 lb. Insulation

:TCEJORP
:NOITACOL

:YBDETTIMBUS
:ETAD

:ROTCARTNOC
:REENIGNE

:YBDEVORPPA
:ETAD

Options:
____16 Ga. Aluminized Steel
____14 Ga. Aluminized Steel
____.080 Aluminum

Air Dry Enamel Finish
____White
____Custom Color

____Special Height
____Damper Shelf/Duct Supports
____Inside or Outside Insulation Liner
____Special Rib Placement

Wide Flanges
____Upslope
____Side
____Downslope

____Top Cover
____Top Flange Broken Out
____Cricket in Lieu of Diverter
____Spliced Curb (2 Pieces)
____Sub Framing

____2-1/2" Wide Mastic

Roof Panel Mfg:
_________________________

Panel Model:
________________________

Form 4-03
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A

MARK        QTY       MODEL            A            B             S        PITCH      GA



Model RMB1-RM & RMB2-RM
        Installation Details

 ROMLA VENTILATOR COMPANY, INC.
   9668-D Heinrich Hertz Drive, San Diego, California  92154   Ph (619) 946-1224 Fax (619) 946-1227

1.  Mark centerline of roof
opening on a fully sheeted roof.

2.  Lay out roof opening to match
the curb “A” & “B” dimensions using
centerline of major rib as a guide.

3.  Cut roof opening using normal
metal building procedures.

4.  Install structural support framing
to support curb and equipment
loads (keep inside dimension clear).
At least two parallel curb walls
should be supported.  Keep
cantilever sections under 12".

5.  Apply sealant tape or mastic
between curb and roof panel.  Apply
to roof panel at curb side and
downslope flange locations.  Use
only building manufacturer approved
accessories.

6.  Position curb into place over
opening of roof panel.

7.  Using fasteners to suit roof
system, fasten curb to support
structure through curb flange and
roof panel. Fasteners to be located
approximately 4" on center with a
minimum of four fasteners per side.

8.  Check installation to verify
secure attachment and weather
sealing.  Caulk perimeter edge of
curb flanges at roof panel.

ROOF CURB WALL

TAPE MASTIC

SUPPORT FRAMING

COMPATIBLE FASTENER

SILICONE/URETHANE

SEALANT

ROOF PANEL

UPSLOPE, SIDE, & DOWNSLOPE SECTIONS

B

A



Submittal and Speci�cation Sheet

Type RMB1
Metal Building Roof Curb
Specifications:
•  18 Gauge Aluminized Steel
•  6" Curb Height at Upslope
•  1-1/2" Wide Top Flanges
•  All Welded Construction
•  Upslope Flange with "Over" Contours and
   Water Diverter
•  Downslope Flange with "Over" Contours
•  1-1/2" Thick, 3 lb. Insulation

:TCEJORP
:NOITACOL

:YBDETTIMBUS
:ETAD

:ROTCARTNOC
:REENIGNE

:YBDEVORPPA
:ETAD

Options:
____16 Ga. Aluminized Steel
____14 Ga. Aluminized Steel
____.080 Aluminum

Air Dry Enamel Finish
____White
____Custom Color

____Special Height
____Damper Shelf/Duct Supports
____Inside or Outside Insulation Liner
____Special Rib Placement

Wide Flanges
____Upslope
____Side
____Downslope

____Top Cover
____Top Flange Broken Out
____Cricket in Lieu of Diverter
____Spliced Curb (2 Pieces)
____Sub Framing

____2-1/2" Wide Mastic

Roof Panel Mfg:
_________________________

Panel Model:
________________________

S

A

B
C

 ROMLA VENTILATOR COMPANY, INC.
   9668-D Heinrich Hertz Drive, San Diego, California  92154   Ph (619) 946-1224 Fax (619) 946-1227

Form  3-03

MARK        QTY       MODEL          A              B             S        PITCH      GA



 Model RMB1 & RMB2
   Installation Details

1.  Mark centerline of roof
opening on a fully sheeted roof.

2.  Lay out roof opening to match
the curb “A” & “C” dimensions using
centerline of major rib as a guide.

3.  Cut roof opening using normal
metal building procedures.

4.  Install structural support framing
to support curb and equipment
loads (keep inside dimension clear).
At least two parallel curb walls
should be supported.  Keep
cantilever sections under 12".

5.  Apply sealant tape or mastic
between curb and roof panel.  Apply
to roof panel at curb side, upslope
and downslope flange locations.
Use only building manufacturer
approved accessories.

6.  Position curb into place over
opening of roof panel.

7.  Using fasteners to suit roof
system, fasten curb to support
structure through curb flange and
roof panel. Fasteners to be located
approximately 4" on center with a
minimum of four fasteners per side.

8.  Check installation to verify
secure attachment and weather
sealing.  Caulk perimeter edge of
curb flanges at roof panel.

A

C

UPSLOPE, SIDE, & DOWNSLOPE SECTIONS

ROOF CURB WALL

TAPE MASTIC

SUPPORT FRAMING

COMPATIBLE FASTENER

SILICONE/URETHANE

SEALANT

ROOF PANEL

 ROMLA VENTILATOR COMPANY, INC.
   9668-D Heinrich Hertz Drive, San Diego, California  92154   Ph (619) 946-1224 Fax (619) 946-1227



Submittal and Speci�cation Sheet

Model RMB2
Metal Building Roof Curb
Specifications:
•  18 Gauge Aluminized Steel
•  6" Curb Height at Upslope
•  1-1/2" Wide Top Flanges
•  All Welded Construction
•  Upslope Flange with "Over" Contours and
   Water Diverter
•  Downslope Flange with "Over" Contours

:TCEJORP
:NOITACOL

:YBDETTIMBUS
:ETAD

:ROTCARTNOC
:REENIGNE

:YBDEVORPPA
:ETAD

Options:
____16 Ga. Aluminized Steel
____14 Ga. Aluminized Steel
____.080 Aluminum

Air Dry Enamel Finish
____White
____Custom Color

____Special Height
____Damper Shelf/Duct Supports
____Insulation Liner
____Special Rib Placement

Wide Flanges
____Upslope
____Side
____Downslope

____Top Cover
____Top Flange Broken Out
____Cricket in Lieu of Diverter
____Spliced Curb (2 Pieces)
____Sub Framing

____2-1/2" Wide Mastic

Roof Panel Mfg:
_________________________

Panel Model:
________________________

S

A

B
C

Curb Schedule

 ROMLA VENTILATOR COMPANY, INC.
   9668-D Heinrich Hertz Drive, San Diego, California  92154   Ph (619) 946-1224 Fax (619) 946-1227

Form 5-03

MARK        QTY       MODEL            A            B             S        PITCH      GA



 Model RMB1 & RMB2
   Installation Details

1.  Mark centerline of roof
opening on a fully sheeted roof.

2.  Lay out roof opening to match
the curb “A” & “C” dimensions using
centerline of major rib as a guide.

3.  Cut roof opening using normal
metal building procedures.

4.  Install structural support framing
to support curb and equipment
loads (keep inside dimension clear).
At least two parallel curb walls
should be supported.  Keep
cantilever sections under 12".

5.  Apply sealant tape or mastic
between curb and roof panel.  Apply
to roof panel at curb side, upslope
and downslope flange locations.
Use only building manufacturer
approved accessories.

6.  Position curb into place over
opening of roof panel.

7.  Using fasteners to suit roof
system, fasten curb to support
structure through curb flange and
roof panel. Fasteners to be located
approximately 4" on center with a
minimum of four fasteners per side.

8.  Check installation to verify
secure attachment and weather
sealing.  Caulk perimeter edge of
curb flanges at roof panel.

A

C

UPSLOPE, SIDE, & DOWNSLOPE SECTIONS

ROOF CURB WALL

TAPE MASTIC

SUPPORT FRAMING

COMPATIBLE FASTENER

SILICONE/URETHANE

SEALANT

ROOF PANEL

 ROMLA VENTILATOR COMPANY, INC.
   9668-D Heinrich Hertz Drive, San Diego, California  92154   Ph (619) 946-1224 Fax (619) 946-1227



Submittal and Speci�cation Sheet

•  18 Gauge Aluminized Steel
•  6" Curb Height at Upslope
•  1-1/2" Wide Top Flanges
•  All Welded Construction
•  Upslope Flange with "Over" Contours and
   Water Diverter
•  Downslope Flange with "Over" Contours
•  Side Flanges Lap Over One Rib Beyond
   Each Sidewall

:TCEJORP
:NOITACOL

:YBDETTIMBUS
:ETAD

:ROTCARTNOC
:REENIGNE

:YBDEVORPPA
:ETAD

____16 Ga. Aluminized Steel
____14 Ga. Aluminized Steel
____.080 Aluminum

Air Dry Enamel Finish
____White
____Custom Color

____Special Height
____Damper Shelf/Duct Supports
____Insulation Liner
____Special Rib Placement

Wide Flanges
____Upslope
____Side
____Downslope

____Top Cover
____Top Flange Broken Out
____Cricket in Lieu of Diverter
____Spliced Curb (2 Pieces)
____Sub Framing

____2-1/2" Wide Mastic

Roof Panel Mfg:
_________________________
Panel Model:
________________________

S

C
B

A

S

Model RMB2-LO
Metal Building Roof Curb
Specifications:

Options:

Curb Schedule

 ROMLA VENTILATOR COMPANY, INC.
   9668-D Heinrich Hertz Drive, San Diego, California  92154   Ph (619) 946-1224 Fax (619) 946-1227

MARK        QTY       MODEL            A            B             S        PITCH      GA



A

C

ROOF CURB WALL

TAPE MASTIC

SUPPORT FRAMING

COMPATIBLE FASTENER

SILICONE/URETHANE

SEALANT

ROOF PANEL

UPSLOPE, SIDE, & DOWNSLOPE SECTIONS

 Model RMB1 & RMB2-LO
      Installation Details

 ROMLA VENTILATOR COMPANY, INC.
   9668-D Heinrich Hertz Drive, San Diego, California  92154   Ph (619) 946-1224 Fax (619) 946-1227



Submittal and Speci�cation Sheet

Specifications:
•  18 Gauge Aluminized Steel
•  6" Minimum Curb Height at Ridge
•  1-1/2" Wide Top Flanges
•  All Welded Construction
•  "Over" Contours on Downslope Flanges

:TCEJORP
:NOITACOL

:YBDETTIMBUS
:ETAD

:ROTCARTNOC
:REENIGNE

:YBDEVORPPA
:ETAD

Options:
____16 Ga. Aluminized Steel
____14 Ga. Aluminized Steel
____.080 Aluminum

Air Dry Enamel Finish
____White
____Custom Color

____Special Height
____Damper Shelf/Duct Supports
____Special Rib Placement

Wide Flanges
____Upslope
____Side
____Downslope

____Top Cover
____Top Flange Broken Out
____Cricket in Lieu of Diverter
____Spliced Curb (2 Pieces)
____Sub Framing

____2-1/2" Wide Mastic

Roof Panel Mfg:
_________________________

Panel Model:
________________________

S

B

A

Form 6-03

Model RMB2-RM
Metal Building Roof Curb

Curb Schedule

 ROMLA VENTILATOR COMPANY, INC.
   9668-D Heinrich Hertz Drive, San Diego, California  92154   Ph (619) 946-1224 Fax (619) 946-1227

MARK        QTY       MODEL            A            B             S        PITCH      GA



Model RMB1-RM & RMB2-RM
        Installation Details

 ROMLA VENTILATOR COMPANY, INC.
   9668-D Heinrich Hertz Drive, San Diego, California  92154   Ph (619) 946-1224 Fax (619) 946-1227

B
A

ROOF CURB WALL

TAPE MASTIC

SUPPORT FRAMING

COMPATIBLE FASTENER

SILICONE/URETHANE
SEALANT

ROOF PANEL

UPSLOPE, SIDE, & DOWNSLOPE SECTIONS

1.  Mark centerline of roof
opening on a fully sheeted roof.

2.  Lay out roof opening to match
the curb “A” & “B” dimensions using
centerline of major rib as a guide.

3.  Cut roof opening using normal
metal building procedures.

4.  Install structural support framing
to support curb and equipment
loads (keep inside dimension clear).
At least two parallel curb walls
should be supported.  Keep
cantilever sections under 12".

5.  Apply sealant tape or mastic
between curb and roof panel.  Apply
to roof panel at curb side and
downslope flange locations.  Use
only building manufacturer approved
accessories.

6.  Position curb into place over
opening of roof panel.

7.  Using fasteners to suit roof
system, fasten curb to support
structure through curb flange and
roof panel. Fasteners to be located
approximately 4" on center with a
minimum of four fasteners per side.

8.  Check installation to verify
secure attachment and weather
sealing.  Caulk perimeter edge of
curb flanges at roof panel.
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